
XIAO ESP32S3 Sense PINOUT
Pinout reference · ESP32-S3

GPIO safe use with care serial, USB PWM capable

ADC touch RTC SPI JTAG UART / USB strapping on-board feature default function

Arduino name power ground EN / reset

seeed studio
Model:XIAO-ESP32-S3
FCC ID:Z4T-XIAOESP32S3

R B

1GPIO1D0RTC_GPIO1ADC1_CH0TOUCH1

2GPIO2D1RTC_GPIO2ADC1_CH1TOUCH2

3GPIO3D2RTC_GPIO3ADC1_CH2TOUCH3JTAG src

4GPIO4D3RTC_GPIO4ADC1_CH3TOUCH4

5GPIO5D4SDARTC_GPIO5ADC1_CH4TOUCH5

6GPIO6D5SCLRTC_GPIO6ADC1_CH5TOUCH6

43GPIO43D6U0TXD

5V

GND

3V3

9 GPIO9 D10 MOSI RTC_GPIO9 FSPIHD ADC1_CH8 TOUCH9

8 GPIO8 D9 MISO RTC_GPIO8 ADC1_CH7 TOUCH8

7 GPIO7 D8 SCK RTC_GPIO7 ADC1_CH6 TOUCH7

44 GPIO44 D7 U0RXD

MTDO MTDI

GND EN

MTCK
MTMS

D+ D-
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40GPIO40CAM_SIODMTDO

GND

39GPIO39CAM_SIOCMTCK

20GPIO20RTC_GPIO20USB_D+ADC2_CH9

41 GPIO41 PDM_DATA MTDI

EN

42 GPIO42 PDM_CLK MTMS

BAT-

19 GPIO19 RTC_GPIO19 USB_D- ADC2_CH8

BAT+

Pin functions from the ESP32-S3 Series Datasheet v2.2. Strapping pins per Espressif.
© 2026 espboards.dev · CC BY-NC 4.0

ESPboards
espboards.dev/esp32/xiao-esp32s3-sense


